








 

APPLICATION FOR SERVICE – Large Commercial & Developments 

New Douglas County PUD Customers may be asked to provide a LETTER OF CREDIT or a DEPOSIT to start service. 

This is NOT an electrical permit application – Electrical Permits may be obtained at WA Dept. of Labor & Industries. 

 

Please submit this application with an ELECTRONIC CAD FILE of your preliminary plat to 

newservice@dcpud.org. 

 

Applicant/Owner Name:      Spouse/Alt Contact:       

Development Name (if applicable):            

Mailing Address:              

City:       State:       Zip:      

Phone Number:          Work:      Cell:      

Washington State Driver’s License #            

UBI #:               

Email Address:               

Contractor Name:         Phone:       

Excavator Name:        Phone:       

Service Information 

Quarter Section:     Section:    Township:    Range:     

Tax Parcel #       Nearest Intersection:         

Number of Parcels/Lots:   Size of Parcels:  (acres) Approx Sq Ft of Homes:    

OR Square Footage of Commercial Building/Development:         

Desired Service Date:       

Have you been a Douglas County PUD Customer before?   Yes ☐  No ☐ 

If yes, last service address:             

Service Requested 

Subdivision ☐           Three Phase Commercial ☐ Line Extension in excess of one mile ☐ 

Load Information (Commercial/large load) 

DESIRED VOLTAGE 

Three Phase 120/208 volts, 4 wire ☐ 277/480 volts, 4 wire ☐  120/240 volts, 4 wire ☐ 

Calculated Load     Amps 

Motor Load           HP 

Lighting Load    Amps 

HVAC Load     Amps 

Misc Load (Describe)           Amps  
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3PH JUNCTION BOX PAD EXCAVATION/CONDUIT INSTALLATION

DOUGLAS
COUNTY

PUD

DEVELOPMENT CONSTRUCTION STANDARDS

APPROVED: 

BURY ALL BUT
TOP 6" OF PAD

PLAN VIEW - EXCAVATION AREA

6'

6"

GENERAL NOTES
· Excavation & conduit installations must be inspected by a

Douglas County PUD field representative.

· Pad area is to be select backfill and firmly tamped.

· Cap all conduit stubs.

· Douglas County PUD will supply and install all grounding
material.

STUB CONDUITS UP
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WITH CURRENT

The meter base/socket you purchase and install shall meet the following general requirements:
 Be Underwriters Laboratories (UL) approved.
 Meet the standards of EUSERC.
 Be rated for exterior use and be rain-tight according to NEMA-3R.
 Have all unused openings tightly sealed from the inside of the socket.
 Be plumb and securely fastened to the supporting structure.
 Have a cover that is securely attached to the meter base/socket case.
 Meter base shall NOT be enclosed or recessed.
NOTE: Meter base/socket shall not be used as a junction box.

GENERAL NOTES

METER SOCKET CLIP ARRANGEMENTS

CUSTOMER RESPONSIBILITIES - SUPPLY & INSTALL:
 Meter base.
 Current Transformer (CT) Enclosure (can).
 1" grey schedule 40 electrical conduit from meter base to CT enclosure - not to exceed 20'.

1. Bushings are required at both ends of the conduit run.
2. Ends of conduit must be taped or capped and sealed to keep dirt and water out.
3. Conduit connections must be glued and fully seated.

 CT mounting base (see page 2 of 3).
 Bonding and grounding of CT enclosure per NEC requirements.

DOUGLAS COUNTY PUD RESPONSIBILITIES:
 Supply current transformers.
 Wiring of current transformers.
 Supply and install meter.

DOUGLAS
COUNTY

PUD

THREE PHASE CONSTRUCTION STANDARDS



DOUGLAS
COUNTY

PUD

THREE PHASE CONSTRUCTION STANDARDS

1. Mounting base accepts bar type current transformers only.
2. Two 12 inch steel bolts shall be provided for each current transformer mounting position. Each bolt

shall be secured in place and furnished with a spring washer and a nut. The spring washer may be
either a cone-type (Belleville) or a split ring washer and a flat washer. All parts shall be plated to
prevent corrosion.

NOTE: When Belleville washers are used, the manufacturer shall provide a label with the
required torque setting. This label shall be in a readily visible location within the 
compartment that the washers are being utilized in and shall not be installed on the meter
or filler panels.

3. Terminations for service conductors shall be ONE position min., aluminum-bodied mechanical
lugs with a range accepting on No. 4 AWG through 600 KCMIL conductor or two No. 1 AWG
through 250KCMIL conductors.

NOTES



TYPE OF SERVICE CABINET SIZE

3 WIRE 36x36x11

36x48x114 WIRE

SEALABLE STUDS
WELD TO FRAME

LIFT
HANDLES

3/8" HOLE

HINGE

SEAL

1. Cover shall be sealable.
2. CT enclosure shall be connected to the meter socket or meter enclosure with conduit and bonded by approved

methods (see SPEC C13-004, CT Metering Arrangement).
3. Cabinet shall be weather tight.
4. Grounding lug for minimum no. 8 wire shall be provided internally for use by utility.
5. 800 amps. maximum 0-600 volts.
6. Landing pad must be 50,000amp fault current rated.
7. Three phase cabinet shall be hinged.

CT ENCLOSURES

GENERAL NOTES

FIG. 2
CABINET SHOWING FLANGED COVER

FASTENED BY SEALABLE RIVET LATCHES

FIG 1
CABINET SHOWING STUD

MOUNTED COVER

FIG 3
CABINET SHOWING HINGED,

FLANGED COVER
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